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Replacement Instructions

Light Sensor
(pn 1288250301SP)

About the light sensor

This light sensor assembly is used to control the dimming of the LEDs on AlphaEclipse Excite™ signs and is mounted 
outside the sign. The cable from the light sensor is specially fitted with a weathertight connector to fit on the back of the 
controller. 

The Light Sensor Replacement Kit consists of two light sensors.

If there are two light sensors connected to your sign, replace both of them. Each light sensor comes from the 
factory with an address of either one or two. The kit contains one light sensor with each address. To avoid addressing 
conflicts, you should replace both light sensors.

The light sensor cable is connected directly to the customer interface board (on the controller) on back of the sign.

Tools required

Screwdriver or other tool(s) depending on the how the light sensors are mounted.

Front of light sensor

Facing same direction 
as front of sign.

Connects to the back of 
the sign’s controller.
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Replacing the light sensor

Disconnect the light sensors from the controller at the back of the sign.

Remove the light sensors from where they are mounted.

Mount the new light sensors.
Refer to “Mounting the light sensor” on page 3 for more information if needed.

Connect the cables from the light sensors to the controller on the back of the 
sign.

• Line up the connectors and gently push the light sensor connector into one of the connectors on the back of 
the controller.

Note: The light sensors can be connected to any one of the three ports on the back of the controller. The 
other port is for the temperature probe.

• Turn and push in the locking sealer in a clockwise direction.

• Once the sealer goes in, turn 1/2 turn clockwise.

• Repeat the process for the second light sensor.

Recycle power to the sign.
The sign will not acknowledge the presence of the light sensor until power is recycled. 

1
Controller on the back of the sign (bottom right-most case).

• Turn the locking sealer 1/2 turn 
counterclockwise and pull out, away from the 
controller (it should pop out away from the 
controller as you turn).

• Carefully pull out the light sensor cable.
• Repeat for the second light sensor.

Note: The light sensors can be 
connected to any one of the 
three ports on the back of the 
controller. The other port is for 
the temperature probe.
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Mounting the light sensor

Guidelines

• The light sensor must be mounted facing in the same direction the front of the sign is facing.

• Make sure the light sensor is NOT in the shade because this may make it difficult to read your sign during brighter periods of the 
day.

• You can strap the light sensor to a pole, but make sure it is facing the same direction as the front of the sign.

Traditional wall mount

• Position the light sensor on a flat vertical surface in close proximity to the sign and make sure it is facing the same direction as 
the front of the sign.

• Insert the screws into the holes (3 available per side) and tighten.

Perpendicular wall mount

• Unscrew the two bracket screws and rotate the bracket 90 degrees.

• Tighten the bracket into position with the two screws.

• Position the side of the light sensor on a flat vertical surface in close proximity to the sign, making sure it is facing the same 
direction as the sign.

• Insert two screws into the holes and tighten.

Front of light sensorBack of light sensor

Facing same 
direction as 
front of sign.

Bracket is turned 
90 degrees

Mount side against a flat surface
Two bracket screws
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Cable tie wrap installation

• Unscrew the two bracket screws and rotate the bracket 90 degrees.

• Tighten the bracket into position with the two screws.

• In close proximity to the sign, route the cable tie wrap through the slots in the light sensor and around the pole and make sure it 
is facing the same direction as the front of the sign.

Route cable tie wrap 
through sides

Bracket is turned 
90 degrees

Two bracket screws
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