ALAPTIVE Part Replacement Instructions

Connecting people, places and ideas i !

120 - 230/240VAC Fans

(pn 11759009SP and 11759010SP)

Description

The 120VAC fans (pn 11759009SP) and 230/240VAC fans (pn 11759010SP) are used the AlphaEclipse Excite,
RoadStar, and StreetSmart signs to lower the sign’s internal temperature by circulating air in the sign. There are no fan
intakes or exhaust outlets in a sign.

A
B
Item Name Description
A 120VAC or 230/240 VAC Fan.
Fan
B Fan power cable Connects to 120VAC or 230/240VAC, depending on the line power supplied to the sign.

Before you hegin

Tools needed
e 5/32-inch hex tool (pn 68117076)
e  Screwdriver
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AlphaEclipse Excite sign installation instructions

Identify the sign

Sign model labels are located inside the main section or cube and on the outside of each sign. The following labels are
used to identify each type of sign.

Excite sign model label RoadStar sign model label StreetSmart sign model label
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To replace the fan in an Excite sign, see
“AlphakEclipse Excite sign installation
instructions” on page 2.

To replace the fan in a RoadStar sign,
see “AlphaEclipse RoadStar sign
installation instructions” on page 5.

To replace the fan in a StreetSmart sign,
see “AlphaEclipse StreetSmart sign
installation instructions” on page 7.

AlphaEclipse Excite sign installation instructions

WARNING! Hazardous voltage. Contact with high voltage may cause death or serious injury. Always disconnect
power to unit prior to servicing.

NOTE: Observe appropriate precautions to prevent electrostatic discharge (ESD) or “static” damage to the replacement part. For safe
handling of ESD-sensitive parts, see TechMemo #00-0005.

Disconnect all power to the sign at the power source.

Locate the door locks in the section door.
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AlphaEclipse Excite sign installation instructions

Open the section door:

Using a 5/32-inch hex tool to open the section door lock, turn counterclockwise and then pull the door toward you.

10
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Open the door slowly to prevent damage to internal components.

5/32-inch hex tool
(pn 6811-7076)

Disconnect the fan power cable:

e Cut and remove the tie wrap from the fan power cable.
* Disconnect the fan power cable.

Tie wrap on the fan power cable.

Fan power cable.

120 - 230/240VAC Fans Part Replacement Instructions 30f8



AlphaEclipse Excite sign installation instructions

Remove the fan from the fan bracket:

¢ Remove the two fan screws and nuts from the bracket.
e Lift the fan out of the fan bracket.

Fan screws

Fan bracket

Install the replacement fan:

* Place the replacement fan in the fan bracket.
* Attach the two screws from step 5 to the fan bracket and replacement fan.
* Reattach the fan’s power cable to the section’s power supply.

Close the section door, tighten the door locks, and apply power to the sign.
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AlphaEclipse RoadStar sign installation instructions

AlphaEclipse RoadStar sign installation instructions

WARNING! Hazardous voltage. Contact with high voltage may cause death or serious injury. Always disconnect
power to unit prior to servicing.

NOTE: Observe appropriate precautions to prevent electrostatic discharge (ESD) or “static” damage to the replacement part. For safe
handling of ESD-sensitive parts, see TechMemo #00-0005.

Disconnect all power to the sign at the power source.

NOTE: All power switches must be in the off position to remove power from the sign. On a two or more line sign, lines
one, three, and five have power switches that must be turned off prior to servicing.

Open the cube door:

Sign door (front)
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Sign cube (side)

»  Carefully pull the door back.

v

Sign cube (side)

* Locate the two door locks and use a 5/32-inch hex tool to open each door lock:

5/32-inch hex tool
(pn 6811-7076)

Disconnect the fan power cable:

\

Fan power cable

120 - 230/240VAC Fans Part Replacement Instructions
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AlphaEclipse RoadStar sign installation instructions

Remove the fan from the fan bracket:

e Cut and remove the four fan tie wraps from the fan bracket.
e Remove the two fan screws from the bracket.
¢ Lift the fan out of the fan bracket.

Fan tie wraps :
(bottom tie wrM

not shown)

Fan bracket

Fan screws

Fan tie wraps

Install the replacement fan:

* Place the replacement fan in the fan bracket.

» Attach the two screws from step 4 to the fan bracket and replacement fan.
e Attach four tie wraps in the remaining four holes in the fan bracket.

* Reattach the fan power cable to the cube’s power supply.

Close the cube door, tighten the door locks, and apply power to the sign.
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AlphaEclipse StreetSmart sign installation instructions

AlphaEclipse StreetSmart sign installation instructions

WARNING! Hazardous voltage. Contact with high voltage may cause death or serious injury. Always disconnect
power to unit prior to servicing.

NOTE: Observe appropriate precautions to prevent electrostatic discharge (ESD) or “static” damage to the replacement part. For safe
handling of ESD-sensitive parts, see TechMemo #00-0005.

Remove power from the sign.

Note: All power switches must be in the off position to remove power from the sign.

Locate and remove the hex screws (circled below).

Fan power cable
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AlphaEclipse StreetSmart sign installation instructions

Remove the fan from the fan bracket:

¢ Remove the two fan screws from the fan bracket.
e Lift the fan out of the fan bracket.

Fan screws

Install the replacement fan:

* Place the replacement fan in the fan bracket.
e Attach the two screws from step 5 to the fan bracket and replacement fan.
* Reattach the fan’s power cable to the power supply.

Close the door, tighten the door locks, and apply power to the sign.
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