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REMOVE CONTROLLER FROM “W” SERIES SIGN 
 
1. Remove power from sign. 
2. Carefully place sign face down on workbench. 
3. Remove (10) screws from back panel and set back panel and screws aside. 
4. Remove power connector from controller. 
5. Remove light sensor cable from controller. 
6. Remove ribbon cables from controller. 
7. Remove (6) screws from controller and set aside 
8. Remove controller 
 
INSTALL CONTROLLER ON “W” SERIES SIGN 
 
1. Place controller over standoffs in back panel cavity. 
2. Attach controller to standoffs using reserved (6) screws. 
3. Attach power connector. 
4. Attach light sensor cable. 
5. Attach ribbon cables. 

a. Note that there are header numbers silk screened on the pcb and each cable 
has a corresponding number. 

b. Attach the correct cable to the correct header. 
6. Apply power 

a. Do not attach the back panel yet. Allow the sign to power up and determine 
if the ribbon cables have been installed in the correct order by observingthe 
content on the sign. 

7. If the sign has the ribbons connected in the correct order, remove power 
8.  Attach back panel using the (10) reserved screws. 
9. Apply power. 
COMPLETE 

 
 
 
 
 
 
 
 
 
 

http://www.AdaptiveDisplays.com


  
 

 

Adaptive Micro Systems LLC
7840 N. 86TH Street,

Milwaukee, WI 53224
1.800.558.7022

www.AdaptiveDisplays.com 
 

 
 
 

 
 

 

BACK PANEL 

http://www.AdaptiveDisplays.com


  
 

 

Adaptive Micro Systems LLC
7840 N. 86TH Street,

Milwaukee, WI 53224
1.800.558.7022

www.AdaptiveDisplays.com 
 

 

RIBBONS 

LIGHT SENSOR 

POWER 

http://www.AdaptiveDisplays.com

